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TECHNICAL DATA 

M0850-00 MICCA ANTIDÉRAPANT®NON SLIP COATING WITH TEXTURED FINISH  

100 % ACRYLIC (WATER-BASED) 

DESCRIPTION:  

A high viscosity, heavy duty coating based on a 100 % acrylic copolymer, especially for-
mulated to give long lasting interior and exterior durability. Protects and beautifies above 
grade exterior surfaces.   

RELATED PRODUCTS: M0850-00 WHITE ;M0850-20; M0850-60 and RANGE OF 

COLOURS  

USAGE : 

Recommended for interior / exterior application on metals, concrete walls, columns, span-
drels, median dividers, retaining walls, concrete blocks, bricks and cement, gyproc ceil-
ings and new and aged wood. Not recommended for floors.  

DIRECTIONS FOR USE:  

Stir well before using. Do not thin this product Apply at a temperature between 10-30° 
Celsius, using a brush roller or spray equipment. One coat will usually suffice on 
primed surfaces. Clean tools using warm, soapy water.  

SURFACE PREPARATION: 

Surfaces to be painted must be clean, dry, void of old flaking paint and free from release 
agent, laitance and other surface contaminants. Surfaces to be painted should be primed 
/ sealed with appropriate primer. Follow manufacturer recommendation on primer recoat 
time. Any efflorescence must be cleaned with muriatic acid, and then rinsed thoroughly 
with tap water. It is recommended that new cement be aged for one month before  

coating.  

COVERAGE:  

Based on theoretical coverage i.e. no losses. Actual coverage may vary according to 
application method, texture & porosity of substrate.  

THINNING: Not required.If appropriate . 

LIMITATIONS: Avoid painting if the relative humidity exceeds 85%. 

STORAGE: 

Keep this product in a cool, dry, ventilated area between 15 ° C and 25 ° C. Keep 
containers closed when not used. To avoid freezing. 

SAFETY INFORMATION  

Flashpoint: None 

Lead: None  

Mercury: None 

Wear appropriate protective gloves/protective clothing/eye protction/face 
protection.Avoid breathing dust. In case of inadequate ventilation wear respiratory 
protection.  

Keep out of reach of children.Keep cool.Protect from sunlight.Keep container tightly 
closed. 

Keep only in original container.Wash hands thoroughly after handling..Do not eat,drink 
or smoke when using this product.Do not get in eyes,on skin,or on clothing.  

 If in eyes:Rinse cautiously with water for several minutes and remove contacts if 
present and easy todo.continue rinsing and get medical attention if eye irritation 
persists.If on skin: Wash with plenty of soap and water. 

Appearance: Liquid  

medium base 

Gloss (60°) : ND 

Viscosity: 98 ± 2 KU  

PH (100% ): 8 - 9 

Odor: Mild 

Density: 1.26 ± 0.01 

Composition: 

Vehicle type: Acrylic 
emulsion 

Thiner: Water 

Binder:  Acrylic  

Volatile Organic Com-

pounds: 119 g/l 

Weight per  Gallon: 

 10.50 ± 0.25 lb/gal. 

Solids by  weight :50 ± 1% 

Solids by  volume:36 ± 1% 

Recommended dry film 

thickness: 10-15 mils  

Coverage:  

38.5—57.75 ft²/gal; 0.94-1.41 
liter /m2. @ 10-15 mils  

Dry Temp: @ 25°C  

Tack free: 30-60 Min. 

Recoat:    4-6 hours depend-
ing on the temperature and 
humidity 

Handle: 2-4 hours. 

Shelf life:  1 year, in un-
opened containers properly 
stored in a cool dry area.  

Packaging: 1 Gallon contain-
ers and  Vol /gallon=3.78 L. 

1 pails =5 Gallons.-(18.9 L) 

APPLICATION: 

Temperature (°C): 10 à 30 
°C  

(59° to 86 °F) 

Humidity:  50%. Max: 85% 

 



 

M08 50-0 0  Re v  07 ,  31 /07 / 202 3  P 2  
              1740, BOUL ST-ELZÉAR OUEST, CHOMEDEY, LAVAL (QUÉBEC) H7L 3N2 TEL: (450) 686-1740 --- (514) 333-8500---FAX: (450) 686-0477 

TECHNICAL DATA 

M0850-00 MICCA ANTIDÉRAPANT®NON SLIP COATING WITH TEXTURED FINISH  

100 % ACRYLIC (WATER-BASED) 

If swallowed:Rinse mouth.DO NOT INDUCE VOMITING.Immediately call a 
POISON CENTER / DOCTOR. 

WASTE DISPOSAL:  

Reach your municipality about proper disposal procedure or give leftover paint to 
someone who could use it, a neighbor or friend, a recreational service or a non-
profit organization. For more information, visit www.eco-peinture.ca if you reside in 
Quebec. Do not leftover paint down the drain.  

 

PHYSICAL Properties (Calculated values are shown and may vary slightly from 
the actual manufactured material) . 

 

WARRANTY: 

In lieu of all other warranties or guarantees, express or implied, by contract or law, 
manufacturer’s liability hereby limited to replacement of the merchandise herein if 
found to be defective upon inspection by it.  Manufacturer shall no be liable for any 
representations, warranties (express or implied) made by any of its agents, 
representatives or employees regarding the merchandise or product contained 
herein. 

 

 Issue Date: 22/09/2016. 

 

Equipment Recommendations 
(Comparable Equipment Also 
Suitable). 

Brush:Use a nylon / polyester 
brush 

Roller:Use a 3/8″a -3/4″ nap 
synthetic roller cover. 

SPRAY-Airless (filter through 
cheesecloth when the Airless 
paint sprayer is used) 

Pressure 2200-2400 psi 

Tip 0.019″ – 0.021″ 

 

 

 

 

 

 

 

 

 


